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Hydroxyl Co-coagulant
GRADE ZJ-HG COAGULANT AID HS 3824.99

High activity hydroxyl complex that densifies flocs, raising settling rate and clarifier overflow quality at a very low dose.

P R O D U C T  D E S C R I P T I O N

A blend of multi-hydroxyl complexing groups and activating ions that

improves collision efficiency between fine particles and colloids. Dosed

after PAC at 5-15% of the primary coagulant, it turns loose flocs into

dense, fast-settling ones and lifts filter capacity.

K E Y  F E AT U R E S

T Y P I C A L  P R O P E R T I E S

Appearance Pale yellow to brown liquid

Active content ≥ 25%

pH (as supplied) 4.0-7.0

Recommended dosage 5-50 ppm

Settling gain +30% settling rate

A P P L I C AT I O N S

Waterworks coagulation enhancement, cold and low-turbidity raw water, textile and paper effluent polishing, reuse pre-treatment.

PA C K A G I N G

200 L drum (250 kg net); 1000 L IBC; 20 MT per 20 ft container for
drums

S T O R A G E  &  S H E L F  L I F E

Powder 24 months, liquid 12 months in unopened original
packing. Store below 35 °C, dry, away from sunlight.

Dosed at only 5-15% of the primary coagulant

Settling rate improved by more than 30%

Recovers performance in cold, low-turbidity or high-colour water

Cuts primary coagulant demand and total chemical cost
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Values are typical for production batches and do not constitute a specification.
Dosage must be confirmed by jar test on the actual wastewater.


